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(54) Reinforced structural members 

(57) A channel-shaped section has a thin, local re- 
inforcement shell (40, 108) separated from the channel- 
shaped section (22 t l04) by a layer of structural foam 
(44). At the reinforced section an arch geometry is uti- 
lized which extends in a direction opposite that of the 
force to which the member is subjected. The arch may 


be present as the channel-shaped member (22,104), 
the reinforcement shell (40,108) or both the channel- 
shaped member and the shell. A portion of the shell 
(45,110) contacts the channel-shaped member and is 
attached thereto by welding or other means of attach- 
ment. The structural member may be a vehicle bumper 
(20) or a vehicle door side beam (102), for example. 
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The ptesenx invention relates generally to methods and *«« 
specifically, relates to local reinforcement of crenel-shaped secti^ membBfS «* mofS 

s In a number of applications, particularly in the automotive SSL ? ' * 

structural members. Although structural members »Sj hL ^S^'J:T to,,g ^ h, ■ hi9h - Strength 
use of various metal alloys such as titanium alloys and S. 21 "f 03/1 be readi| y obtainecl throu 9h the 

^./emforcement techniques are required whl^ can ba^^ 
» thereby eliminating the need for fundamental design dS^tSEJ.T" 8 T^ 65 °' S,rUCtUral parts ' 
performance can be remedied. That is, in many fnnuSZ^lSS^ 9 3 means by which substandard design 
reached the stage at which radical ^XSto ^ Vehicle d8si 9" tas 

*» des.gned for motor vehicle doors have a enamel^* SSl 9 ' ° f side ^act beams 

Sp^^^^ 

» « undesirable in most applications. J addZ 5552 *" part - stated. 

Finally, a large foam core often creates an unwanted fh^^ZSt^T^ COntr * lite *<9nifican.ly to cost 
or adding localized metal reinforcements will increasa vmSSL. ™.??. , ?!™ aah 9 m8 m8tal Qauge of a section 
(Mb* to form the part due to limitations of metal tanl25S*i k " e5S inCr6aSeS ' * becomes ™ re 

A number of approaches have been proposed for dealing with tha n mh)am , ■. 
» subjected to bending as attentates to highest ilJlSSS I s <2£T ^ 'T torC,n9Channe '- 6ha P edsec,ions 
s.de .mpact beam for a vehfcle door has been pmS^SSS^ST ' 0am For «■"*•. ■ 

havng a ,ongitudinal cavity which is filled with a •JESS £1252 T Cnanne, * na P 8d metal member 
them.dspanof the beam. The core may include taft^SlSS.SSr ^ °°" " diSp ° S6d in 
A re.nforcement insert comprising a precast remforceme.^^ thus weight. 

P uralfty of pellets containing a thermlet resin l t^f ^ roinforcem ^ is formed I a 
Place n a structural member. A composite tubular door bearn S JIj IT member is ex P ande <S »d cured in 

1^0^^^ 
^tingchannel-shapedsecti^ 
-nvention provides hollow sections which have *£ZEXHZ2& ^ '° ^ m,mb " The prese "« 
of h;gh volumes of expensive resins. The present invent S*r ^L«? '" Cr8aSeS h mass ' a " "'t^' 108 
parts without redesigning the geometry of the ^TZ^^ZrT^ * M ^ St ' uc,ura < 

r^^^ presem nlion " creases sec,ion 

extends in a direction opposite that of th^orce ^wh S iTZ^lT I ^ M the rein,orced S8ction an arch 
direction of the compression face of the *mZ2^£E?Z IT'**?' ** iS ' ,he arch P ra ' 8Cls *• 
member, the reinforcement sheO or both STSwSSES^?-^^ be Pr6Sem 38 the <*annel-shaped 
contacts the channel-shaped member and is 2552 SrTSSSd? T A P ° rti ° n °' ,hS She " pr8,8rab| y 
binabon of the arch and the structural foam s u^s theTai s*bS S "f*??™ * attachment The com- 

shell and the structural foam are preferably limited to no areata, »Z , S?! ' ona "P** reinforcement 
shaped member and are disposed suts^TZZS^^e cSlT^'* °' ,h6 ^ °' 1,18 chann8 '- 
shell ts deposed in the channel of the channel-shaped £££ SZSZTTt. 0ne aSpeCt ' ma 

the channel-shaped member. The shell is preferabj nJKZS^^SS .? f ^ 3 ^ 00 the ex,erior °' 
the structural member. Also, in applications in which the ZtoSnaZ J ^ 0WS low - stren 9th steel to be used as 
comprise a mild steel or aluminum ™" StrUCtUr3) m8mbar is high-strength steel, the shell may 
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In still another aspect the present invention provides a method of reinforcing a structural part which includes the 
steps of forming a layer of structural foam at a local reinforcement site in a channel-shaped structural member. A 
reinforcement shell is placed at the midspan of the channel-shaped member and preferably extends no more than one- 
third the length of the channel-shaped member. The structural foam is placed on one surface of the shell which then 
contacts and bonds to the channel-shaped member. 

These and other advantages and objects of the present Invention will now be more fully described with reference 
to the drawings. 

FIGURE 1 is a perspective view'of a reinforced bumper illustrating the position of an arched mid-span reinforcement 
shell. 

FIGURE 2 is a cross section along lines 2-2 of FIGURE 1. 

FIGURE 3 is a cross-section of another embodiment of the present invention illustrating a D-shaped reinforcement 
shell disposed in the cavity of a hollow bumper section and separated form the bumper section by a layer of structural 
foam. 

RGURE 4 is a cross-section of another embodiment of the present invention illustrating a reinforcement shell 
having a D-shaped configuration; the reinforcement shell is disposed in the cavity of a hollow bumper section having 
a double arch with an intervening layer of structural foam. 

RGURE 5 is a cross-section of another embodiment of the present invention illustrating a localized arch-shaped 
reinforcement disposed in the channel of a bumper section with an intervening layer of structural foam. 

RGURE 6 is a cross-section of another, embodiment of the present invention illustrating a D-shaped reinforcement 
shell disposed in a rectangular bumper section and separated by segmented regions of structural foam. 

FIGURE 7 is a crc&s-section of another embodiment of the present invention illustrating a an arch-shaped bumper 
having a rectangular reinforcement shell disposed thereon as a cap with an intervening layer of structural foam. 

FIGURE 8 is a cross-section of a double-arch bumper section with an arch-shaped reinforcement cap. 

FIGURE 9 is a perspective view of a reinforced door beam illustrating the position of a rectangular midspan rein- 
forcement shell. 

RGURE 10 is a cross-section along lines 10-10 of FIGURE 9. 

FIGURE 11 is a cross-section of another embodiment of the present invention illustrating an arched door beam 
with an arched reinforcement shell with an intervening layer of structural foam. 

Referring now to Rgure 1 of the drawings, reinforced automotive bumper 20 is shown having bumper section 22 
in the nature of longitudinal, channel-defining structure having a length substantially greater than its width. Each edge 
of vertical planar wall 24 is bounded by sides 26. Each side 26 has a flange 26 that extends over open channel 20. 
Wall 24 defines an exterior surface or compression face 32 and a channel-side face or interior surface 34. It will be 
appreciated by those skilled in the art that compression face 32 receives the impact in a collision and is thus the region 
at which bending is induced. 

Positioned at the mid-span of bumper section 22, that is, generally centrally located between ends 36 and 38, 
reinforcement shell assembly 40 is seen having arched reinforcement shell 42 and intervening foam layer 44, If the 
location of maximum deformation is not at the central location, the reinforcement shell assembly will be appropriately 
off-center at the location of maximum deformation. Arched shell 42 has a pair of flanges 45 which overly and contact 
flanges 28 of bumper section 22. Arched shell has arch portion 46 which extends in the direction of wail 38 of bumper 
section 22. For the purposes of this application the terms "arched* and 'arch" shall include not only a traditional U arch 
shape but aiso a D-shape, an example of which will be more fully illustrated hereinafter. Arch is also intended to include 
M or V or W shapes. 

The structural member and the reinforcement shell may be metal stampings or may be roll formed metal. 

Referring now to Figure 2 of the drawings, the relationship of arched shell subassembly 40 and bumper section 
22 is more clearly shown. Arched shell has surface 48 which is in contact with and bonded to foam layer 44. Again, 
arch portion 46 of shell 42 extends in the direction of wall 38 and thus extends toward compression face 32 of bumper 
section 22. Foam layer 44 is also in contact with and bonded to face 34 of wail 38 as well as to side wall inner surfaces 
50, thereby attaching shell 42 rigidfy to bumper section 22, forming a trilaminate construction. In addition, flanges 45 
are attached to flanges 28 by mig welds, although or means of attachment such as mechanical fasteners or high- 
strength adhesive may be suitable in a particular application. 

The length V of arched shell subassembly 40 is preferably equal to or less than one third of the length V of 
bumper section 22. The width "W of channel 52 defined by arch portion 46 of shell 42 is preferably at least 75% of 
width 'W of channel 30 of bumper section 22. The depth 'D' of shell 42 which extends into channel 30 is preferably 
at least 75% of the depth 'D* of channel 30. Bell-shaped, stilted arches or D-shapes having a rise (D) to span (W) ratio 
of from about .5:1 .0 to about 1 .0:1 .0 are most preferred. 

As best illustrated in Rgure 2 of the drawings, shell 42 is a relatively thin ^auge metal compared to that of bumper 
section 22. The metal used to form shell 42 and section 22 will typically be steel or aluminum. For example Dl-form 
140 steel between 0.8 and 1 .4 mm is particularly preferred for shell 42. (And note that while metal is preferred, other 
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materials such as plastic may be appropriate in a given application! On* of th„ *«. . 

.s trie ability to use are relatively low-strength steel for bumoeTse^Ln Si? "J***" 01 the P»»"« invention 
weight, thin, high-strength steelshelUJL By providing an arch Sin S/St / 3 " 10 ™" 9 ,he Struc,ura wWl a "'S^ 
layer of adhesive loan, 44 which is bonded ^W^^T™*™*'*™ ,ace 3 * » "■"**Q 
shell 42 to section 22. reinforced bumper 20 p£ I nSS^S^tS "^j 3 ( ° r 0,h8WiSe attachin a 
The combination ol arch 46 and foam 44 in LZS t " 9 Wth minima, wai 9 ht 30(1 «»«■ 

^jstobeunde^^ 

Foam 44 is preferably a resin-based material which incorporates holtow ! 
With specific reference now to the composition of foam iay^TtZ Ln^T spheres to reduce density, 
about 20 pounds per cubic feet to about 40 pounds pTcSeei IS ITT* ihouU pre ' erab * be Uom 
temperature and the temperature at whichSS SSS SS^STS ST 
layer 44 maintains it s structure at high temperatures typically encoded ? V SUCh ,0am 

44 should be able to withstand temperatures in muttf aS^III o P T " S and me ,ike - 7here,ore ' foam 
times. Foam ^r^atNc^ 

In one particulariy preferred embodiment foam layer 44 includes a «mthii«? , 
agent and a filter. Foam 44 is preferably expanded in p^e^iS Id fi S * bloving 

together tte following materials. A synthetic resin eB^^^SS^^""^^^ 8 
more preferably from about 60 percent to about 75 percent bv waioht nf pefCent by we ' 9ht and 

microspheres comprises from about to to about 40 J£ZZ£1 T ,0 ,0fTn ,Cam ^ Glass 
percent by weight of the mixture. A btowing agent SStaZ!S? S? V ,,0ni aboul 15 1 ° 25 
preferably from about 2 to about 6 percent by weightXe n^xZ ° P8rC8m * ^i 9 * md more 

Layer 44 could be initially applied in unexpanded form to either shell 42 or oo , 
mtimate contact with the other member and thereby bonded °to t£h ! melS™ * ttI8n 6Xpanded hto 

expandabie and the structural member is a vehiclfpTusfcouldte nTe o thf ""f t ^ ,he iS haat 

the foam, without requiring a separate heating step PMM ° Ven 10 ,nitiate mansion of 

Various fillers (such as fumed silica, calcium carbonate milled class fih«r »„h ,k ^ , 
included. A filler comprises from about 1 percent to abouT « n » hw 1 !^ h ° PPed gl3SS S,rand > «** be 
to about 8 percent by weight of the mixture used to f^oamT * ^ ^ P ™ h ™ b ^ ,r0m 35001 3 P erce "< 

Preferred synthetic resins for use in the present invention include th«rm„«f. , 
resins, thermoset polyester resins, and urethane resins ! E^^JJZT ** **« Vinyl 6Ster 
limited by molecular weight of the resin and suitable wailu ^ . h ! ^ 0< tha P^sent invention be 

the present disclosure. Mere the resin ^ZZZ^ZT.^ ™ 8reto0d * thoaa -WW in the art based on 
and curing agents, preferably di^yanamide nTa so SSi^^ 1-1 ^ SUCh ** imidi20,es " DMP 
accelerator is typically from about 1 percent' i^t£ ST ^ * ° f 

res.n, microspheres or filler. Similarly, the amount of curing TaaVnt u!l !c t 9 ^ 3 ^"P^ing reduction in 
percent of the resin weight with a cor^^ '? typ,Ca '^ from 2 percent to about 8 

ingaids, stabilizers, coforants, ^acso^e^ Effects amounts of process- 

suitable in some applications. V ° be ' nduded ,n ^ermoplastics may also be 

In the following tables, preferred formulations for use in forming foam 44 are deserihpH am 
present disclosure are percent by weight unless otherwise specificalVS^ted Percentages ,n the 


INGREDIENT 


PERCENTAGE BY WEIGHT 


FORMULA 1 


One Part 


Bisphenol A Epoxy 
Nipol Liquid Rubber 
Di-cy Curative 
EMI-24 Accelerator 
B38 Microspheres 


70% 

8% 

7% 

1% 

14% 
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(continued) 


INGREDIENT 

PERCENTAGE BY WEIGHT 

FORMULA II 



Epoxy Resin 

74% 

Aliphatic Amine 

65% 


Celogan Blowing Agent 

6% 

Thbcotrope 

8% 


Thixotrope 

4% 

K20 Microspheres 

27% 


K20 Microspheres 

16% 




In addition to the structure illustrated in Figures 1 and 2 of the drawings, the present invention provides a number 
of other configurations which embody the inventive concepts of the present invention as a motor vehicle bumper. More 
specifically, and referring now to Figure 3 of the drawings, structural member or main bumper section 54 is shown 
having flanges 56 that are welded to local reinforcement shell 58. Structural foam 60 is shown bonding shell 58 in place 
in the channel defined by bumper section 54. In Figure 4, bumper tection,62 has a double arch portion 64 having twin 
arches 66 and 68. Structural foam layer 70 is disposed in the channel defined by section 62. As with the structure 
described in Figure 4, shell 72 is D-shaped and is attached to flanges 74. In Figure 5, shell 76 having a stilted arch 
configuration is utilized in combination with a double arch main bumper section 78. Shell 76 has a pair of flanges 60 
that are attached to corresponding flanges 82 of bumper section 78. Figure 6 is a modification of the structure depicted 
in Figure 3, with the foam layer being segmented, i.e. provided as separate spaced linear rows or ribbon 84. 

Referring now to Figure 7 of the drawings, reinforcement shell 86 forms an external cap on bumper section 88. 
Bumper section 88 has the stilted arch configuration and is provided with, flanges 90 that are attached to ends 92 of 
shell 86. Foam layer 94 is seen in the channel defined by shell 86. In Figure 8, bumper section 94 has double arch 
structure 96 and is separated from arched reinforcement shell or cap 98 by foam layer 100. 

In addition to reinforced bumpers, the present invention is useful in reinforcing door side beams. Referring now to 
Figure 9 of the drawings, door side impact beam 102 is shown generally having beam section 104 defining arch 106. 
As seen in Figures 9 and 10, reinforcement cap or shell 108 is provided and is attached (preferably by spot welding) 
to beam section 104 at flanges 110 and 112. An intervening layer of foam is disposed between inner surface 114 of 
cap 108 and outer surface 116 of beam 104. Alternatively, the cap and beam section could be reversed; that is, part 
108 could be the beam and part 104 an internal cap. It is to be understood that this reversal could be achieved in all 
of the preferred designs, including those described in connection with the bumper. In Figure 11 of the drawings still 
another configuration is shown in which two complementary arches are nested one within the other. Part 118 can form 
either the cap or the main beam body with part 120 forming the corresponding shell or beam. Foam 122 is shown 
disposed between parts 118 and 120 in the manner previously described. 

In still another aspect the present invention provides a method of reinforcing a structural pan: which includes the 
steps of forming a layer of structural foam at a local reinforcement site in a channel-shaped structural member. A 
reinforcement shell is placed at the midspan of the channel-shaped member and preferably extends no more than one- 
third the length of the channel-shaped member. The structural foam is placed on one surface of the shell which then 
contacts and bonds to the channel-shaped member. 

While the invention has been described primarily in connection with vehicle parts, it is to be understood that the 
invention may be practiced as part of other products, such as aircrafts, ships, bicycles or virtually anything that requires 
energy for movement. Similarly, the invention may be used with stationary or static structures, such as buildings, to 
provide a rigid support when subjected to vibration such as from an earthquake or simply to provide a lightweight 
support for structures subjected to loads. Additionally, while the invention has been described primarily with respect 
to heat expandable foams and with respect to metal parts such as the structural member and shell, other materials 
can be used. For example, the foam could be any suitable known expandable foam which is chemically activated into 
expansion and forms a rigid structural foam. The shell could be made of materials other than metal such as various 
plastics or polymeric materials or various wood type fibrous materials having sufficient rigidity to function as a back 
drop or support for the foam. Where a heat expandable foam is used the support or backdrop should be able to withstand 
the heat encountered during the heat curing. Where other types of foam materials are used, however, it is not necessary 
that the support member be able to withstand high temperatures. Instead, the basic requirement for the support member 
is that it have sufficient rigidity to function in its intended manner. It is also possible, for example, to use as the shell 
materials which in themselves become rigid upon curing or further treatment. The invention may also be practiced 
where the structural member is made of materials other than metal. It is preferred, however, that materials be selected 
for the structural member and shell as well as the foam so that the thin unexpanded foam upon expansion forms a 
strong bond with these members so that a structural composition will result. 


EP 0 893 331 A1 

Claims 


w 


IS 


40 


45 


SO 


ss 


1. A reinforced structural member (20:102), comprising, 
a structural member (22,104) defining a channel- 

a reinvent she,, «0;,08> hav,g a length (L)I es S than the te „ gth (L , of sajd channe , 

reinforcement shell to define a InLnata £5 IS^^T^ memb9f ^ 3 ponion 0< said 
tural member and to said reinforcement sheHnd ""^ foam bain 9 bonded to said s.ruc- 

said tnlaminate region having an arch-shaped surface. 

2. A reinforced structural member (20;102), comprising; 

a structural member (22;104) defining an open channel (30)- 

anc tsaid reinforcement shelLich XS^^^t^^^*^^ 
sa,d structural member and to said reinforcement^ and * &UUCtUrai ,oam bei "9 bonded to 

said tnlaminate region having an arch-shaped surtaeer 

» , ^,^, ncata ,„^ efeinsaMrettorc ifc 

J5 7. The reinforced structural member recited in anv of claim, 1 ,„ * * . 

* SLtsrr- ™ mto — ^ - - - — < — i ^ ^ (oam ^ 

1 3. The reinforced structural member recited in M „ „# ». 

thickness of from about 2 to about C " 9 Wherein st ™^a. foam layer has a 
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v 1 5. The reinforced structural member recited in any of the preceding claims, wherein said reinforcement shell is formed 

of high-strength steel or aluminum. 

16. The reinforced structural member recited in any of the preceding claims, wherein said foam layer is at least two 
5 separate segments. 

17. The reinforced structural member recited in any of the preceding claims, wherein said structural f cam' contains 
from 60 to 78 percent by weight polymer, from 1 0 to 30 percent by weight glass microspheres, from 3 to 1 0 percent 
by weight filler and from 2 to 8 percent by weight blowing agent. 

10 

18. The reinforced structural member recited in any of the preceding claims, wherein said foam is expandable. 

19. The reinforced structural member recited in claim 18, wherein said foam is heat expandable. 

?5 20. The reinforced structural member recited in any of the preceding claims, wherein said structural member is a 
vehicle bumper. 

21. The reinforced structural member recited in any of the preceding claims, wherein said structural member is a 
vehicle door side beam. 

20 

22. A method of reinforcing a structural member comprising: 

placing a reinforcement shell at generally the midspan of a channel-shaped member to be reinforced; causing 
an expandable structural foam disposed between the reinforcement shell and the channel-shaped member 
2S to be expanded thereby bonding the reinforcement shell to the channel-shaped member to create a trilaminate 

region having an arch shaped surface. 

23. A method as claimed in claim 22 wherein the expandable structural foam is provided on one or both of respective 
surfaces of the channel shaped member and the reinforcement shell to be bonded together. 

30 

24. The method of claim 22 or 23 further comprising nesting the reinforcement shell In the channel-shaped member. 

25. The method of claim 22 or 23 further comprising mounting the reinforcement shell outside of and around the 
channel-shaped member. 

35 

26. The method of any of claims 22 to 23 wherein the structural member is a vehicle bumper. 

27. The method of any of claims 24 to 25 wherein the structural member is a vehicle door side beam. 

to 28. A method of reinforcing a structural member comprising: 

placing a reinforcement shell at generally the midspan of a channel shaped member and bonding it thereto 
with a structural foam to create a trilaminate region having an arch shaped surface. 

29. The method of claim 28 wherein the structural foam is an expandable foam, and the foam bonds the channel- 
shaped member and the reinforcement shell upon expansion of the foam. 

30. The method of claim 29 wherein the structural member is a vehicle part, and the foam is expanded by heat acti- 
vation. 

so 

31. The method of claim 30 wherein the heat activation occurs in a paint oven. 
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